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The HULK Fasteners™ hidden clips and screws are shaded with a handsome dark hue and designed 
to work with grooved decking boards, such as those by Eva-Last®. The hidden clips and screws work 
together to provide an efficient, reliable attachment, and a flawless finish hidden from view.

CARBON STEEL    | STAINLESS STEEL

FOOT HEIGHT FULL HEIGHT

CS

CS

CS

SS

SS

SELF-DRILLING CLIP SCREW FOR 
TIMBER FRAMES:  
- Handsome dark coating
- Carbon - 2000-hour C4 coating
- Carbon steel C1022
- Stainless steel 316

S9 CLIP: For boards with a foot height of 9 mm 
and full height of 23 - 27 mm. Suitable for any 
structure. 

S6 CLIP: For boards with a foot height of 6 mm 
and full height of 19 - 22 mm. Suitable for any 
structure. 

SELF-DRILLING CLIP SCREW FOR 
METAL FRAMES: 

- Handsome dark coating
-
 
Carbon - 2000-hour C4 coating

- Carbon steel C1022 

S9 CLIP

CLIP SCREW FOR METAL 

M4.2 x 31 mm

M4.2 x 42 mm

CLIP SCREW FOR TIMBER CS1022

CLIP SCREW FOR TIMBER SS316

S6 CLIP

CLIP & SCREW

HIDDEN FASTENERS



Colour matching HULK top fixing and trim screws for use with wood or metal frames are available in a variety of natural shades, and offer a tough and durable protective coating. Marine grade stainless steel screws are 
recommended for Class 5 regions. Stainless or nanocoated carbon screws are best for Class 4 regions and include a 15-year warranty.

HIGH TECHNOLOGY MATCHING SCREWS

TRIMDECKING

COMPOSITE
DECK SCREWS

COMPOSITE
TRIM SCREWS

METAL
DECK SCREWS

METAL
TRIM SCREWS

COMPOSITE DECK SCREW FOR TOP FIXING 
DECKING TO METAL FRAMES

COMPOSITE TRIM SCREW FOR TOP FIXING 
TRIM TO METAL FRAMES

COMPOSITE DECK SCREW  FOR TOP FIXING 
DECKING TO WOOD FRAMES

COMPOSITE TRIM SCREW FOR TOP FIXING 
TRIM TO WOOD FRAMES



Tan brown

Dark brown

Apex®

Swedish Oak

Infinity®

Caribbean Coral
Alpine Mist
Sahara Sand
Champagne

Eva-tech®

Pebble

Apex®

Arctic Birch
Swedish Oak

Infinity®

Sapphire Silver
Pacific Pearl

Eva-tech®

Xavia

Beige

Apex®

Himalayan Cedar

Infinity®

Fire Koa
Copper Canyon

Eva-tech®

Topia
Savana

Light grey

COMPOSITE DECK SCREWS

Apex®

Brazilian Teak

Infinity®

Tiger Cove

Eva-tech®

Rusteak

Brown

CSSHANK
Standard

Designed without thread in order to stop 
unwanted rotation in the decking board

HEAD
Cheese head/ Trapezium head

Designed to prevent mushrooming, and to 
avoid sinking too deeply into soft materials

REVERSE THREAD
Rollet

Removes excess material, enlarges the hole 
within the composite board to make space for 

expansion and contraction

THREAD
V-thread notched 

Large threads that can cut through materials 
easily and resist pullout; notches shred 

material rather than allowing it to melt and 
ride up the thread

TIP
Type 17

Specialised screw tip that eliminates the need for 
pre-drilling and helps the screw penetrate quickly 

in some of the hardest woods

Used for fastening 20 - 25 mm thick composite deck boards onto timber frames without having to pre-drill 

unless specified by decking manufacturer. Suitable for softwood and most hardwood frames. Pre-drilling 

may be required for dense hardwood frames.

Use the table below to help choose the HULK Fasteners™ screw that best matches your Eva-Last® decking 

or decking of similar colour.

CARBON
STEEL

STAINLESS
STEEL

C1022 SS316

5.0 x 63.5 MM

CS SS

Light brown

Dark grey

Red brown

Apex®

Island Mahogany

Infinity®

Sahara Sand            Tahitian Vanilla	          
Champagne             Fire Koa
Oasis Palm               Copper Canyon

Eva-tech®

Topia                           Savannah

Origins™
Teak	     Maple

Apex®

Siberian Bark        Alaskan Driftwood
Charred Cedar      Carbonised Osage 

Infinity®

Cape Town Grey	          
Pacific Pearl	
Cream

Eva-tech®

 Xavia

Origins™
Silver Grey    	   Redwood 
Mocha	   Ash	           
Antique

Apex®

Hawaiian Walnut
Thermo Ash Teak

Infinity®

Espresso Roast

Eva-tech®

Aruna   

Origins™
Walnut	          

Apex®

Brazilian Teak
Western Red Cedar

Infinity®

Spanish Saffron

Eva-tech®

Merbau

Origins™
Ipe         
Pecan

CS

CS

CS

CS CS

CS

CS
SS

SS

SS

SS SS

SS

SS

SS



CARBON
STEEL
C1022

CS

TIP
Wing tip

Spade shape allows for easier cutting into 
metal; wing removes excess composite 

material, enlarges the hole within the 
composite board to make space for expansion 

and contraction

For fastening 20 - 25 mm thick composite deck boards onto metal frames without having to pre-drill unless 

specified by decking manufacturer. Suitable for metal structures of thicknesses up to 2.0 mm. Thereafter 

it is advisable to pre-drill. Detachable reamer wing is only operational in steel upward of 0.8 mm thick. For 

a tight grip ensure that the wing has broken off. Use the table below to help choose the HULK Fasteners™ 

screw that best matches your Eva-Last® decking or decking of similar colour.

HEAD
Pan head

Designed to resist screw pullout

SHANK
Standard

Designed without thread in order to stop 
unwanted rotation in the decking board

THREAD
Asymmetric thread

Smaller sharper thread allows for smoother 
installation by cutting through material easily. 

Designed for metal applications 

4.8 x 44.5 MM

METAL DECK SCREWS Tan Brown

Dark brown

Apex®

Brazilian Teak

Infinity®

Tiger Cove

Eva-tech®

Rusteak

Brown

Apex®

Swedish Oak
Himalayan Cedar

Infinity®

Sahara Sand            Thahitian Vanilla
Fire Koa                      Copper Canyon

Eva-tech®

Topia
Savana

Light grey

Light brown

Dark grey

Red brown

Apex®

Island Mahogany

Infinity®

Kona Sunset           Fire Koa  
Oasis Palm               Copper Canyon

Eva-tech®

Topia                           Savannah

Origins
Red Wood

Infinity®

Cape Town Grey
Medium Grey

Eva-tech®

Xavia

Origins™
Silver Grey
Dark Grey
Mocha

Infinity®

Espresso Roast

Eva-tech®

Aruna   

Origins
Walnut	          

Apex®

Hawaiian Walnut
Island Mahogany

Infinity®

Spanish Saffron

Eva-tech®

Merbau

Origins
Ipe         
Pecan

CS CS

CS CS

CS CS

Apex®

Arctic  Birch

Infinity®

Alpine Mist
Sapphire Silver

Eva-tech®

Pebble

OriginsTM

Light Grey  	         
Antique
Ivory	         

Apex®

Arctic  Birch

Infinity®

Pacific Pearl
Caribbean Coral

OriginsTM

Light Grey	         

White

CSCS

Origins™
Teak
Maple

Beige

CS Apex®

Swedish Oak

Infinity®

Caribbean Coral
Alpine Mist
Sahara Sand
Champagne

Eva-tech®

Pebble



Tan Brown

Dark brown

Apex®

Brazilian Teak

Infinity®

Tiger Cove

Eva-tech®

Rusteak

Brown

Apex®

Swedish Oak
Himalayan Cedar

Infinity®

Sahara Sand            Thahitian Vanilla
Fire Koa                      Copper Canyon

Eva-tech®

Topia
Savana Light grey

Dark grey

Infinity®

Cape Town Grey
Medium Grey

Eva-tech®

Xavia

Origins™
Silver Grey
Dark Grey
Mocha

Infinity®

Espresso Roast

Eva-tech®

Aruna   

Origins
Walnut	          

CS

CSCS

CS

Apex®

Arctic  Birch

Infinity®

Alpine Mist
Sapphire Silver

Eva-tech®

Pebble

OriginsTM

Light Grey  	         
Antique
Ivory	         

Apex®

Arctic  Birch

Infinity®

Pacific Pearl
Caribbean Coral

OriginsTM

Light Grey	         

White

CS

CS

Origins™
Teak
Maple

Beige

CS Apex®

Swedish Oak

Infinity®

Caribbean Coral
Alpine Mist
Sahara Sand
Champagne

Eva-tech®

Pebble

TIMBER TRIM SCREW
Designed to fasten 10 -16 mm thick fascia or trim boards onto timber frames without having to pre-drill, 

unless otherwise specified by decking manufacturer. Thereafter it is advisable to pre-drill the composite 

only. Suitable for softwoods and most hardwoods. Use two or more screws per fastening line 30 mm from the 

edge of boards at appropriate spans in accordance with trim manufacturers guidelines.

CARBON
STEEL

STAINLESS
STEEL

10B21 SS316

5.5 x 48 MM
HEAD

Cap head
The shape of the screw head resists 

forward movement of the composite 
material. No additional countersinking 

tools are needed to fasten the screw 
into place

SHANK
Standard

The shank has been optimised to allow for 
expansion and contraction

TIP
Pre-drilling tip

The pre-drilling tip cuts through composite 
and timber without having to pre-drill

THREAD
Asymmetric thread

The timber reamer wings are situated just 
above the thread. They remove material 

from the composite board during fastening, 
creating a cavity allowing the board to expand 

and contract with minimal interference from 
the screws

CS SS

Use the table below to help choose the HULK Fasteners™ screw that best matches your Eva-Last® decking 

or decking of similar colour.



Tan Brown

Dark brown

Apex®

Brazilian Teak

Infinity®

Tiger Cove

Eva-tech®

Rusteak

Brown

Apex®

Swedish Oak
Himalayan Cedar

Infinity®

Sahara Sand            Thahitian Vanilla
Fire Koa                      Copper Canyon

Eva-tech®

Topia
Savana Light grey

Dark grey

Infinity®

Cape Town Grey
Medium Grey

Eva-tech®

Xavia

Origins™
Silver Grey
Dark Grey
Mocha

Infinity®

Espresso Roast

Eva-tech®

Aruna   

Origins
Walnut	          

CS

CSCS

CS

Apex®

Arctic  Birch

Infinity®

Alpine Mist
Sapphire Silver

Eva-tech®

Pebble

OriginsTM

Light Grey  	         
Antique
Ivory	         

Apex®

Arctic  Birch

Infinity®

Pacific Pearl
Caribbean Coral

OriginsTM

Light Grey	         

White

CS

CS

Origins™
Teak
Maple

* Stainless Steel - While stock lasts.

Beige

CS Apex®

Swedish Oak

Infinity®

Caribbean Coral
Alpine Mist
Sahara Sand
Champagne

Eva-tech®

Pebble

METAL TRIM SCREW
For fastening 10 -18 mm thick composite and suitable wood fascia or trim boards onto metal frames without 

having to pre-drill unless specified by decking manufacturer. Suitable for metal structures of thicknesses up 

to 2.0 mm. Thereafter it is advisable to pre-drill. Detachable reamer wing is only operational in steel upward 

of 1.2 mm thick. For a tight grip ensure that the wing has broken off.

CARBON
STEEL

STAINLESS
STEEL*

10B21 SS410

5.5 x 35 MM
HEAD

Button head
Provides additional surface area to resist 

loads, as a result of gravitational forces, 
expansion and contraction, and forward 
movement of vertically installed boards 

while avoiding any material cracking from 
the composite

SHANK
Standard

Designed without thread in order to stop 
unwanted rotation in the decking board

TIP
Wing tip

Spade shape allows for easier cutting into 
metal; wing removes excess composite 

material, enlarges the hole within the 
composite board to make space for 

expansion and contraction 

THREAD
Asymmetric thread

Smaller sharper thread allows for 
smoother installation by cutting through 

material easily. Designed 
for metal application 

CS SS

SS

SS

SS

Use the table below to help choose the HULK Fasteners™ screw that best matches your Eva-Last® decking 

or decking of similar colour.
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